DRIBANCN

BY

PROJECT DESCRIPTION

GENERAL

THIS PROJECT INVOLVES THE SYSTEMIZATION OF TRAFFIC SIGNALS ON MD 103 FROM
US 29 RAMP "F' TO LONG GATE PARKWAY IN HOWARD COUNTY. THIS MODIFICATION

AT MD 103 AND US 29 RAMP *F* INVOLVES INSTALLATION OF VIDEO DETECTION FOR
PRESENCE ON THE EAST-, WEST-, AND SOUTHBOUND APPROACHES. SETBACK

ON THE EAST-, WEST-, AND SOUTHBOUND APPROACHES WIiLL BE MAINTAINED BY SMALL

THE CONTACT PERSONS FOR DISTRICT *7 ARE AS FOLLOWS:

Mr. John Concannon
Assistant District Engineer - Traffic
Phone: 301-624-8140

Ms. Andrea Abend
Assistant District Engineer - Utility

EQUIPMENT LIST A7

EQUIPMENT TO BE FURNISHED BY THE SHA.

Phone: 30i-624-8l15

. - ITEM NO QUANTITY DESCRIPTION

AREA DETECTORS. ALL EXISTING TRAFFIC SIGNAL HEADS WILL BE UPGRADED TO BLACK

VF'ACED {ED. MD 103 1S ASSUMED TO RUN IN AN EAST-WEST DIRECTION, Mr. Ray Johnson

Assistant District Engineer - Maintenance: 9086 | EA

Phone: 30I-624-8108 EQUIPMENT: 1-4 CAMERAS

INTERSECTION OPERATION , Mr. Edward Rodenhizer

THE. INTERSECTION OPERATES IN A NEMA THREE-PHASE, FULL-TRAFFIC-ACTUATED MODE

! Chief, SHA Traffic Signal Shop
WITH AN EXCLUSIVE MOVEMENTS FOR ALL APPROACHES.

Phione: 410-787-7650

Mr. Richard L.Daff Sr.
Chief, Traffic Operations Division
Phone: 410~787-7630 L

EQUIPMENT LIST ‘C’

EQUIPMENT TO. BE 'REMOVED AND RETURNED TO SHA.

CONTROLLER REQUIREMENTS
THE EXISTING BASE MOUNTED CONTROLLER WILL REMAIN. THE SHA SIGNAL SHOP WILL
INSTALL THE VIDEG DETECTION EQUIPMENT WITHIN THE CABINET. ~

PHONE_DROP

THE CONTRACTOR SHALL NOTIFY MR, ROBERT SNYDER OF THE SHA AT (410) 787-7635 TO ARRANGE
THE PHONE DROP LINE INSTALLATION. THE CONTRACTOR IS TO PROVIDE MR. SNYDER WITH
THE NEAREST STREET ADDRESS, ZIP CODE, AND PHONE NUMBER.

The Power Company Representative is:.
Baltimore Gas & Electric Company

73I17 Parkway Drive South '
Hanover, MD 21076 o

Phone: 410-859-9062

ITEM NO  QUANTITY DESCRIPTION

ALL REMOVED EQUIPMENT SHALL BECOME THE
PROPERTY OF THE CONTRACTOR.
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engineers /art}ntects /planners /construction managers
7125 Ambassador Road Baltimore, MD 21244-2722 (410) 944-9112

[UPDATED] VIDEO DETECTION INTERFAC

FQUIPMENT LIST ‘B’

EQUIPMENT TO BE FURNISHED AND INSTALLED BY THE CONTRACTOR.

ITEM_NO.
1002
5003

5004
5006
5007
5008

8003
8004
80l
8012
8013
804
8049
8050
805
8055
8069
8094
8097
8098
8099

QUANTITY DESCRIPTION
2 EA MAINTENANCE OF TRAFFIC
15 LF . REMOVAL OF EXISTING PERMANENT PAVEMENT LINE
MARKINGS - ANY WIDTH
2 EA REMOVAL OF EXISTING PERMANENT PAVEMENT MARKING LETTERS,
SYMBOLS, ARROWS AND NUMBERS
100 LF 24 INCH HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC
PAVEMENT MARKINGS
4 EA HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC
PAVEMENT MARKING LETTERS - '
4 EA HEAT APPLIED WHITE PERMANENT PREFORMED THERMOPLASTIC
PAVEMENT MARKING ARROWS
13 EA 12 INCH RED OR GREEN LED SIGNAL HEAD SECTION
6 EA 12 INCH YELLOW LED SIGNAL HEAD SECTION
3 EA CONDUIT BEND IN EXISTING FOUNDATION
| EA CONTROL CABLE, 100 FOOT, VIDEO DETECTION
2 EA CONTROL CABLE, 200 FOOT, VIDEQ DETECTION
180 LF NO. 6 AWG STRANDED BARE COPPER GROUND WIRE
40 LF 4 INCH SCHEDULE 80 RIGID PVC CONDUIT - BORED
410 LF 2 INCH SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED
30 LF '3 INCH SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED
140 LF 4 INCH SCHEDULE 80 RIGID PVC CONDUW - SLOTTED
3 EA VIDEG DETECTION CAMERA | |
1150 LF ELECTRICAL CABLE - 2 CONDUCTOR (ALUMINUM SHIELDED)
75 LF ELECTRICAL CABLE - 5 CONDUCTOR (NO. 14 AWG)
400 LF ELECTRICAL CABLE - 7 CONDUCTOR (NO.14 AWG)
280 LF ELECTRICAL CABLE - 2 CONDUCTOR (NO. 12 AWG)
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